IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2004 Permanent Weigh-In-Motion Data

District 4 - Filer - US30 - 2.0 Mi. W. C/L
Thursday 1 April Thru Friday 30 April 2004

Total Traffic- All Lanes Included

Vehicle Direction of Travel

West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 27 0.03 24 106 0.12 27 133 0.08 26
30-35 67 0.08 33 131 0.15 33 198 0.12 33
35-40 200 0.24 38 249 0.29 38 449 0.26 38
40 — 45 500 0.59 43 415 0.48 43 915 0.54 43
45 -50 2062 245 49 1313 153 49 3375 1.98 49
50-55 9161 10.86 54 6686 7.80 54 15847 9.32 54
55 -60 33043 39.18 58 27926 32.56 58 60969 35.84 58
60 — 65 31967 37.91 62 35693 41.62 62 67660 39.78 62
65-70 6162 7.31 67 10775 12.56 67 16937 9.96 67
70-75 874 1.04 72 2035 2.37 72 2909 171 72
75-80 155 0.18 78 312 0.36 78 467 0.27 78
80-85 58 0.07 83 62 0.07 83 120 0.07 83
85 —140 53 0.06 98 61 0.07 94 114 0.07 96
Tota by Lane 84329 49.58 60 85764 50.42 61 170093 100.00 60
Total by Direction 84329 49.58 60 85764 50.42 61
50" Percentile Speed 61
85" Percentile Speed 64




